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Summary :

According to UN recommandations or national regulations, gun propellants
may be classified in 1.3 or 1.1 hazard division. Handling and manufactoring
small caliber gun propellants were identified to lead to mass explosion in
different countries. Nevertheless, it was possible to guarantee a 1.3
classification for small caliber gun propellant in container when restricting the
loading height.

Our recent full scale works have confirmed that even large caliber gun
propellants are able to give also explosion mass or pneumatic explosion hazard
depending on the confinement (selfconfinement or container confinement).

The methodology used by SNPE to guarantee a 1.3 classification for all kinds
of gun propellants is presented in this paper. This methodology is first based on
correlation between laboratory tests and small scale tests. It is secondly
reinforced by TDD simulations.

1 - INTRODUCTION

According to UN recommandations, gun propellants may be classified 1.3 or
1.1. In fact, 1.1 hazard classification for hunting powders and small caliber gun
propellants is well known and identified. But also when gun propellants are
contained in metallic container, pneumatic explosion must be evaluated.
Practically, everybody knows that projection hazard and explosion mass hazard
are mastered in restricting the loading height of gun propellants in a given
container.



Form Approved

Report Documentation Page OMB No. 0704-0188

Public reporting burden for the collection of information is estimated to average 1 hour per response, including the time for reviewing instructions, searching existing data sources, gathering and
maintaining the data needed, and completing and reviewing the collection of information. Send comments regarding this burden estimate or any other aspect of this collection of information,
including suggestions for reducing this burden, to Washington Headquarters Services, Directorate for Information Operations and Reports, 1215 Jefferson Davis Highway, Suite 1204, Arlington
VA 22202-4302. Respondents should be aware that notwithstanding any other provision of law, no person shall be subject to a penalty for failing to comply with a collection of information if it
does not display a currently valid OMB control number.

1. REPORT DATE 3. DATES COVERED
AUG 1998 2. REPORT TYPE 00-00-1998 to 00-00-1998
4. TITLE AND SUBTITLE 5a. CONTRACT NUMBER

Gun Propellant Behavior Mastering During Handling and £b. GRANT NUMBER

Manufacturing
5c. PROGRAM ELEMENT NUMBER

6. AUTHOR(S) 5d. PROJECT NUMBER

5e. TASK NUMBER

5f. WORK UNIT NUMBER

7. PERFORMING ORGANIZATION NAME(S) AND ADDRESS(ES) 8. PERFORMING ORGANIZATION
DoD Explosives Safety Board,Hoffman Building I, Room 856C,2461 REPORT NUMBER
Eisenhower Avenue Alexandria,VA,22331-0600

9. SPONSORING/MONITORING AGENCY NAME(S) AND ADDRESS(ES) 10. SPONSOR/MONITOR’'S ACRONY M(S)

11. SPONSOR/MONITOR'S REPORT
NUMBER(S)

12. DISTRIBUTION/AVAILABILITY STATEMENT
Approved for public release; distribution unlimited

13. SUPPLEMENTARY NOTES
See also ADM001002. Proceedings of the Twenty-Eighth DoD Explosives Safety Seminar Held in Orlando,
FL on 18-20 August 1998.

14. ABSTRACT

15. SUBJECT TERMS

16. SECURITY CLASSIFICATION OF: 17.LIMITATION OF | 18.NUMBER | 19a NAME OF
ABSTRACT OF PAGES RESPONSIBLE PERSON
a REPORT b. ABSTRACT c. THISPAGE Same as 5
unclassified unclassified unclassified Report (SAR)

Standard Form 298 (Rev. 8-98)
Prescribed by ANSI Std Z39-18



But the explosion mass is also a real risk for medium and large caliber gun
propellants, at least a projection danger even if the gap of the gun propellant is
lower than 110 US NOL cards in LSGT

In fact, gap test result is not sufficient for a 1.3 classification.

To guarantee this classification it is necessary

- to limit the maximum loading height of gun propellant in the container
- or to modifie the confinement of the container.
GENERAL METHODOLOGY TO GUARANTEE A 1.3
CLASSIFICATION
The restricted loading height is given by the following relation :
HCnhax= C X HCE

HCnax = Maximum loading height

O
I

Container coefficient :
This coefficient is deduced from full scale test and depends on
container nature and geometry

HCE

Explosion Critical Height
This value is obtained from a test realized in a steel tube : 200
mm diameter and 1,2 mm thickness.
It depends of gun propellant characteristics : web, geometry,
potential,...
But also : HO and solvents contents, temperature, superficial
burning moderator...



| #leae |
i

i X

JE.iHL

o

5

r

g

Ailsa m Leda

HOT WIRE

fig 1: CRITICAL HEIGHT IN STEEL TUBE$ 200 mm.

3 - HAZARD ANALYSIS FOR MEDIUM AND LARGE CALIBER
GUN PROPELLANTS IN STEEL CYLINDRICAL
CONTAINER

The steel cylindrical container presented fig. 2 is often used to
handle medium and large caliber gun propellants during their
manufacture.
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Fig.2 : Steel cylindrical container 3 mm thickness

In a first estimation, the container coefficient C given was 1.3
globaly.

But to get better precision, full scale tests were performed and more
realistic coefficients were adopted.

These results are presented hereafter :

Cylindrical part) 200 = C; = 1

Conical part 2> G 3

2 if HCE > 0,7
1,3 if HCE < 0,7

Cylindrical party 1400 = C;
Cs

This methodology has given good results : the guarantee of 1.3
hazard classification for these operations.



4 - FUTURE NEEDS

But this kind of mastering using full scale tests is very expensive.
Also, to master the gun propellant befaviour during handling and
manufactoring, we have developped a model named CERBERE 2D.

Figure 3 below gives an example of calculation with this code.
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figure 3: Numerical simulation of TDD phenomena with gun powder
in a conical container initiated at the bottom.

CONCLUSION
This study permits to confirm that :

» Even large caliber gun propellants are able to give explosion mass
or pneumatic explosion hazard depending upon the confinement
(selfconfinement or confinement of container).

» It is possible to master the combustion by a good control of a
restricted loading height using good knowledge of gun propellants
and effect of container on TDD phenomenon.
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